
CAVITY FLOOR TRUNKING SYSTEMS

Cavity Floor Trunking

Available in 3m lengths. 
Standard size - 3 compartments
225mm x 38mm.

Gusset Bend

Product Available in:

Part Code

TK

Part Code

GTB

Riser Bend Four Way Intersection

Part Code

GIB

Part Code

ITB

Gusset Tee Tap-off Box

Part Code

GTT

Part Code

CFTB

Tap-off Lid Trunking Coupling

Part Code

CFTL

Part Code

TC

Blank End

Part Code

BE

Overall height 82mm.

Alternative to Tap-off Box 
Knock-outs (20mm) in each 
compartment.

Overall height 40mm.

STAINLESS
STEEL

PRE-GALVANISED ELECTRO ZINC HOT DIPPED 
GALVANIZED SILICON RICH 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

PRE GALVANIZED 
STRUCTURAL STEEL

GALVANISED AFTER CORTEN STEELMULTICOLOURED
POWDER COATED

GK GM GY QQZA

GAPG SS PC GX ZA GW GM GY QQEE EZ ST CP

STAINLESS
STEEL

PRE-GALVANISED ELECTRO ZINC HOT DIPPED 
GALVANIZED SILICON RICH 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

HOT DIPPED 
GALVANIZED 

STRUCTURAL STEEL

PRE GALVANIZED 
STRUCTURAL STEEL

GALVANISED AFTER CORTEN STEELMULTICOLOURED
POWDER COATED

GK GM GY QQZA

GAPG SS PC GX ZA GW GM GY QQEE EZ ST CP116


